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High Ambient Operating Range - from -30° C Up To 65° C

All-around ventilated housing with Natural air convection design.
Air can convect and fully pass trought the gaps, thus to remove the heat rapidly, and 
reduce temeperature by around 15°C . Make sure excellent performance and longer 
lifespan. LED life up to 180 000 hours.

Innotative multi-channel air convection design

Due to optimal thermal design and use of higher grade light engine components and 
drivers, the AL 18 LED HIGHBAY series  100 W, 150W and 200 W can operate in ambient 
environments from -30  °C up to 65 °C
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AL 18 LED -30°C  +65°C

AL 18-200

200±12W

Operating Temperat

      

30000(±5%)lm

Input Voltage 100-240VAC

Luminaire Net Weight

Luminous Flux

(4000K, Ra70)

Product Dimension

(mm)

                

Safety Chain - 250mm chain, M10 + M10 Hook>340mm

Plug - EU/US Standard Plug 

Warranty 5 Years

Dimmable Dimmable and Non-dimmable 

PC Optics Lens - H00116/H00117/H00120/H00122Accessory

Mounting Option Loop Hanging / Ceiling Mounting    

Temperature -30°C to + 65°C 

Life Time >50,000Hrs (Ta=30°C@L70)

Finish Powder Coating 

Fixture Color Black

IP Rating IP65

Export Carton Size (mm)

Housing Aluminum Alloy

Optics Polycarbonate Optical Lens
 Material

Frequency 50 / 60 Hz

Surge Protection L-N: 4KV; L/N-GND: 4KV

Driver Type Constant Current (CC)

Beam Angle H00116/H00117/H00120/H00122

Power Supply SOSEN  Driver adjustable 

Power Factor ≥0.92

Correlated Color Temperature 4000K 

Color Rendering Index Ra75

Specifications
Model No.

Power Consumption

LED Type Lumileds 

φ291 x 186mm

2.6±0.3kg

301x301x218
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